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ORIA KRAFT GP is an uncoated woodfree bleached kraft paper which can be FSC® or PEFC certified, designed 
for special packaging applications where oil/grease repellence is required. Food contact certificate according 
Recommendation BfR XXXVI for direct/indirect contact with dry, fatty and moist foodstuffs by ISEGA. 

ORIA KRAFT GP+WS is recommended for expected moist conditions. 

The presentation is available in reels and in sheets according customer´s demand. 

 

PRINTING AND TECHNICAL APPLICATION 

PRINTING TECHNOLOGIES APLICATIONS 

 Offset***    Flexible packaging applications (converting, corrugating, lamination…) with 
 Flexo***    oil / grease repellence for food contact      
 Ink jet**      

Product range: 
- Low grease repellence GP 3/4 and GP+WS 3/4 
- High grease repellence GP 7/8 and GP+WS 7/8 

RANGE AND TECHNICAL DATA 
Substance   

(g/m2) 
Caliper 

(microns) 
Porosity 
(ml/min) 

Cobb Index Grease repellence 
Kit 3/4 

Grease repellence 
Kit 7/8 

WS 
(%) 

40 52 < 150 < 20 ˃ 3/4 ˃ 7/8 20 

45 58 < 150 < 20 ˃ 3/4 ˃ 7/8 20 

50 65 < 150 < 20 ˃ 3/4 ˃ 7/8 20 

55 70 < 150 < 20 ˃ 3/4 ˃ 7/8 20 

60 76 < 150 < 20 ˃ 3/4 ˃ 7/8 20 

STANDARD COLOR 
Standard Color L* a* b* ISO Brightness (%) CIE Whiteness 

WHITE 94,00 -0,3 1 85 - 

  

The above Technical Data should only be considered as reference values. 

STORAGE AND HANDLING 
• Store the paper in a humidity and temperature conditioned area at 50% relative humidity and room temperature between 19º 
and 23ºC.  
• If the paper is stored in non-conditioned warehouse, it is absolutely necessary a stabilization period in the print room. 
• Keep the protective wrapping until the moment of using the paper. 
 

   ORIA KRAFT GP (+WS) 


