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ORIA KRAFT is an uncoated woodfree bleached kraft paper which can be FSC® or PEFC certified, designed for 
high strength demanding packaging applications. Food contact certificate according Recommendation BfR 
XXXVI for direct/indirect contact with dry, fatty and moist foodstuffs by ISEGA. 

ORIA KRAFT WS is recommended for expected moist conditions. 

The presentation is available in reels and in sheets according customer´s demand. 

 

PRINTING AND TECHNICAL APPLICATION 

PRINTING TECHNOLOGIES APLICATIONS 

 Offset***    Industrial / alimentary sacks***  Extrusion*** 
 Flexo***    Shopper bags***    Lamination***  
 Ink jet**     Top / inner liner***   Flute** 
      Base for Coating***   Other packaging applications** 

RANGE AND TECHNICAL DATA 
Substance   

(g/m2) 
Caliper 

(microns) 
Roughness WS/FS 

(ml/min) 
Tensile MD/CD 

(kN/m) 
Tear MD/CD 

(mN) 
Burst  
(kPa) 

WS 
(%) 

50 63 140 / 180 4,5 / 3,0 380 / 400 230 20 

60 75 160 / 200 6,3 / 4,4 500 / 520 280 20 

70 87 260 / 300 7,0 / 4,6 690 / 720 320 20 

75 94 270 / 310 7,3 / 4,8 730 / 750 340 20 

80 100 280 / 320 7,5 / 5,0 800 / 820 360 20 

WS = Wire Side      FS = Felt Side MD = Machine Direction      CD = Cross Direction 

STANDARD COLOR 
Standard Color L* a* b* ISO Brightness (%) CIE Whiteness 

WHITE 94,00 -0,3 1 85 - 

  

The above Technical Data should only be considered as reference values. 

STORAGE AND HANDLING 
• Store the paper in a humidity and temperature conditioned area at 50% relative humidity and room temperature between 19º 
and 23ºC.  
• If the paper is stored in non-conditioned warehouse, it is absolutely necessary a stabilization period in the print room. 
• Keep the protective wrapping until the moment of using the paper. 
 

   ORIA KRAFT (+WS) 


